
UNDER-BENCH DRAWER

Installation guide

 

What you’ll need

Tape measure

Battery drill

10mm Spanner

13mm Spanner

8mm Socket Driver

Supertek screws

Spare drawer fixings supplied - Drawer arrives ready assembled along with

a set of spare parts for the drawer for future maintenance purposes. 

Thank you for choosing an Alitex under-bench drawer. Designed with the same care and craftsmanship as

our greenhouses, this drawer offers a discreet and practical storage solution beneath your bench. 

Please take a moment to read these instructions fully before beginning installation. We recommend

following along with the video instructions as well. 

Before you begin

Check there is sufficient clearance in front of the bench for the drawer to open fully. 

Remove any hydroleca and the corragated sheeting. You will be working from the top of the bench to

install the drawer. 

 

Taking a little time to prepare will help ensure a smooth and satisfying installation.

https://vimeo.com/1157180390?share=copy&fl=sv&fe=ci


Need a little help?
If you experience any issues during installation or have questions, please contact our customer support

team who will be happy to help. 

                                                                                                                  Customercare@alitex.co.uk

                                                                                                                                           01730826900

01 · Remove the drawer from the carcass
Fit the bearers to the carcass.

Fit assembly into bench and secure it.

Put drawer into carcass.

02 · Secure the runners
Fix the runners to the bench framework using the Supertek screws supplied.

Fully tighten Supertek screws.

03 · Insert the drawer 
Carefully slide the drawer into the runners ensuring that you hear the click of the locking

mechanism.

Check that it moves smoothly and sits straight.

04 · Adjust & Secure
Test the drawer by opening and closing it several times. 

05 · Final Check
Ensure the drawer closes neatly.

There should be no resistance or rubbing during movement.

After installation
Avoid overloading the drawer beyond its recommended capacity of up to 25kg.

Due to the environment, periodically check all fixings to ensure everything remains secure over time

including keeping the runners lubricated regularly with WD-40. 


